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Abstract

The present study demonstrates the application of an adjoint harmonic balance optimisation framework
applied to the AH-64A blade. This framework allows for efficient optimisation of unsteady rotor flows
whilst maintaining the fidelity of the Navier-Stokes equations. An analysis of the optimised rotor blade
is presented, including the key design features that contribute to the performance benefits in each of
the examined design conditions. The computational methodology and optimisation setup are analysed
based on the impact on the final planform shape. The main areas of investigation include the interac-
tion between the treatment of rotor solidity and trim state, and the employed parameterisation process
as well as the impact of solution fidelity on the optimal shape. The employed methodology leads to
significant performance benefits, however, the present analysis shows that there is potential for further

improvements.
1 INTRODUCTION

Rotor design is an important topic within the rotor-
craft community despite the maturity of the domi-
nant helicopter configuration - main rotor/tail rotor.
Improved rotor designs can lead to reduced fuel
consumption, expanded flight envelopes as well as
reduced noise/vibration. The emergence of more
advanced planform shapes such as the BERP de-
sign [1], Blue-Edge blade [2] or Advanced Chinook
Rotor Blade (ACRB) [3] show us that rotor de-
sign is still progressing. A number of studies have
emerged in the literature concerning rotor design
optimisation [4-9] using both gradient-based and
non-gradient based optimisation methods as well
as aerodynamic solutions of different levels of fi-
delity. Previous studies have also shown that high-
fidelity solutions need to be included within the op-

timisation process, especially when capturing the
aerodynamics of advanced planform shapes [4,10,
11]. The main difficulty in rotor blade optimisation
is the need for optimisation of unsteady flows lead-
ing to extremely high computational costs. Non-
gradient optimisation methods are typically limited
by the number of flowfield evaluations and/or the
number of required design parameters due to the
need for expensive time-accurate CFD simulations.
Similarly, gradient-based methods based on time-
accurate adjoint frameworks [6, 12] can also be
considered as computationally expensive due to
the requirement to store the entire flow solution his-
tory for back propagation as required for the ad-
joint solution. Time-spectral methods offer a sig-
nificant speed-up compared to time-accurate sim-
ulations [13] as they treat the solution as a large
steady problem with an unsteady source term by
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assuming periodicity in time. The nature of fre-
quency domain methods also make them attrac-
tive for adjoint optimisation studies, as the steady
adjoint solver (with certain modifications) can be
used. The only application of a time-spectral ad-
joint method to rotorcraft flows was demonstrated
by Choi et al. [7] in a optimisation study of the UH-
60A rotor blade. The optimisation was performed
on coarse matched grids for inviscid flows using
a single blade assumption, thereby neglecting un-
steady wake effects.

The present study builds on previous optimisa-
tion results [14], which demonstrated the use of an
optimisation framework based on a fully-turbulent
overset adjoint harmonic balance method applied
to the AH-64A rotor blade. The results are anal-
ysed in the context of discussing some of the prac-
tical considerations in rotor design, including the in-
teraction between rotor solidity, trim and the blade
surface parameterisation and the impact of solution
fidelity on the final shape.

2 NUMERICAL METHODOLOGY

The employed optimisation framework is based on
the adjoint-harmonic balance method which has
been implemented within the HMB3 solver of Glas-
gow University [15, 16]. The harmonic balance
method allows us the treat the flow as a large
steady solution (with an additional source term
which accounts for the flow unsteadiness), lead-
ing to a significant cost reduction compared with
a time-dependent adjoint formulation (in both time
and disk space/memory). The harmonic balance
implementation is described in [13] with an exten-
sion to overset grids presented in [17]. The ad-
joint formulation computes the gradients of a sin-
gle objective function with respect to all the design
variables at the cost of a base flow solution. This
is significantly cheaper than non-gradient methods
which require an order of N2-N3 (number of design
variables) simulations to obtain an optimal solution.
The full implementation of the adjoint method is
given by Biava et al. [18] with the present work de-
veloping the method to include shape design sen-
sitivities. The adjoint harmonic balance method al-
lows for optimisation of unsteady rotor flows with
modest computational resources.

The complete optimisation framework is de-
scribed as follows. Firstly, the baseline flow solution
is computed using the steady state solver or the

harmonic balance method. The baseline objective
function and constraints are then evaluated from
the base flow solution. The adjoint problem is then
solved, and the design sensitivities are computed
using the adjoint method. The cost functional, the
constraints and their gradients are fed to the gradi-
ent based optimiser, to obtain a new design vari-
able vector. In our tool chain, the Least-Square
Sequential Quadratic Programming (SLSQP) algo-
rithm [19] is used. Based on the new vector of de-
sign variables the surface to be optimised is de-
formed based on an external parameterisation tool
(details in next subsection). The parameterisation
outputs the coordinates of the new surface as well
as the surface sensitivities which are used in the
adjoint method. Finally, a mesh deformation algo-
rithm based on Inverse-Distance Weighting is em-
ployed to update the volume mesh. The optimisa-
tion workflow loop is continued until a stopping cri-
terion is reached, which is in this case is either an
update tolerance on the objective function or the
design variables.

2.1 Blade

method

surface  parameterisation

A deformative blade surface parameterisation
method is used, where the movements of the blade
surface mesh points are described analytically, and
the volume mesh is updated using an IDW method.
The twist law is parameterised using a Bernstein
polynomial function with seven coefficients. The
chord is altered at four radial stations of r/R = 0.5,
0.75, 0.943 and 1.0; whereas the sweep and an-
hedral angles are changed at the three outboard
radial stations of r/R = 0.75, 0.943 and 1.0. Lin-
ear distributions are imposed inboard of 0.943, with
parabolic distributions of the blade chord, sweep
and anhedral angles across the blade tip region
from 0.943 R to 1.0 R. This leads to a total of 17
design parameters. The blade planform parame-
terisation is shown in Figure 1. As a deformative
method is used, the parameters are applied as a
change to the baseline surface mesh. Here, the
blade tip sweep is removed before applying the
new set of parameters, hence a rectangular blade
with -9 degrees linear blade twist is used (closely
resembling the AH-64A blade). The design param-
eter boundaries are shown in Table 1.



3 BLADE GEOMETRY AND COM-
PUTATIONAL SETUP

To demonstrate the developed optimisation frame-
work, the AH-64A rotor blade was selected.
This rotor blade is well-documented in the open-
literature [20,21] to perform validation studies and
then optimise its planform. The AH-64A blade was
also chosen as it operates at high load. The full
scale rotor blade planform scaled to a unit chord of
1.0 is shown in Figure 2, with the blade having a
dimensional radius of 288 inches and a chord of
21 inches. The AH-64A rotor blade has a swept
tip, a linear blade twist of nominally -9 degrees and
an aspect ratio of 13.714. The blade is composed
of two aerofoil sections, the HH-02 section up to
0.943R and the NACA64A006 section at the tip of
the blade. Details of the blade geometric properties
and their uncertainties can be found in [17].

All simulations were performed for isolated and
rigid rotors to reduce the computational costs.
In hover, the steady state formulation was used.
Only a quarter of the computational domain was
meshed, assuming periodic conditions for the flow
field in the azimuthal direction. In forward flight, the
full rotor disk was modelled for both time-marching
and harmonic balance simulations as the flow is
highly unsteady. A matrix trimming routine was
used to achieve the set target thrust coefficient
whilst minimizing the pitching and rolling moments
[16]. Multi-block structured meshes are generated
for the AH-64A blade using ICEM-HEXA and the
overset grid technique. In hover, as only one blade
is modelled, 10.7 million cells were used to resolve
the domain, whereas 36.1 million cells were used
in forward flight for the full rotor disk. The optimisa-
tion was performed on a coarser grid of 13.1 million
cells to reduce the memory demands of the sim-
ulation for the adjoint-harmonic balance method.
All computations were performed for a blade tip
Mach number of 0.65 and Reynolds number of
7.98 x 108. Performance predictions for the AH-64A
blade have been computed based on experimen-
tal data from [20], and compared with HMBS3 re-
sults in [15]. Validation studies have also been per-
formed for the harmonic balance solver in previous
work [17].

4 RESULTS AND DISCUSSION

Firstly, the resulting blade design from the optimi-
sation study is presented. Following this various
aspects of the design are analysed in terms of
practical design considerations.

4.1 Optimisation Results

The optimisation results were presented in detail
in previous works [14, 15]. Here, we present the
final design obtained through a sequential hover
forward flight optimisation study before conducting
further analysis of the employed methodology and
the blade design. The optimisation was performed
using the adjoint harmonic balance method, with
a time-accurate simulation performed to verify the
optimisation results. The final blade design is
shown in Figures 3-4. The optimiser leads to a
final design with increased blade twist compared
to the baseline AH-64A blade. The blade twist is
a key hover performance driver leading to an of-
floaded blade tip and a shifting of the load inboard.
However, in this case, increased blade twist was
also found to be beneficial in forward flight, with a
slightly increased tip loading preferred, compared
to the hover result. The chord distribution leads to a
planform with maximum chord inboard, with a sig-
nificantly reduced tip area, leading to a reduction
in both profile and induced power through a more
favourable blade loading. The forward flight opti-
mised blade also has a forward-backward sweep
distribution, mainly aimed at reducing compress-
ibility effects. The dihedral-anhedral distribution
was carried over from the hover optimisation and
was not changed during the forward flight optimisa-
tion. In hover, this design feature offloads the blade
tip and leads to a weaker blade tip vortex as well
as minimized blade tip vortex interaction. The per-
formance benefits of the final design are presented
in Table 2.

The hover performance is significantly im-
proved compared to the baseline blade, as a bene-
fit of 6.1 counts in FoM is obtained at C'r = 0.0093,
along with a 6.5% improvement in forward flight.
The final design has an offloaded blade tip com-
pared to the baseline AH-64A blade, through the
introduction of a non-linear twist distribution, along
with a forward-backward sweep distribution lead-
ing to a further reduction in the pressure torque
term. The viscous torque term is slightly increased
due to dihedral-anhedral distribution leading to a



more non-planar planform along with the higher in-
board chord. The optimised blade also leads to a
trim state with a higher collective angle (+0.9 deg)
and lower longitudinal cyclic (-1.1 deg) when com-
pared to the baseline AH-64A blade, which leads
to a more uniform rotor disk blade incidence distri-
bution, thereby contributing to the improved perfor-
mance.

4.2 Impact of Solution Fidelity

Firstly, the impact of solution fidelity is assessed
to determine what effect the computational method
has on the optimal shape. For this purpose, the
rotor disk loads are compared between the time-
marching simulation on the finer grid (36.1M cells)
and the two harmonic balance mode solutions on a
coarser grid (13.1M) used during the optimisation
study. The rotor disk loads, shown in Figure 5, are
scaled by a reference chord equal to the chord of
the first aerodynamic section. The M?2C; and M?C,
represent force in the normal and tangential direc-
tions (non-radial) to the rotor disk plane represent-
ing the local lift and drag values uncorrected for
downwash effects (hence, thrust and torque/(local
radius)).

Based on the rotor disk loads, it can be seen
that the loads for the baseline AH-64A blade are
captured well. The greatest differences can be
seen in the capturing of the negative pitching mo-
ment on the retreating side due to dynamic stall.
This is a high frequency phenomenon which is
likely to require a higher number of harmonic bal-
ance modes for a more accurate representation.
Therefore, it can be stated that the optimiser did not
target the retreating side aerodynamics to improve
the overall rotor performance. Similar observations
can be made for the optimised planform, as the
general loads trends are well predicted by the har-
monic balance method. The optimised rotor disk
loads indicate the presence of higher-harmonic
content in the lift force loading as the blade passes
from the advancing side to the front of the rotor
disk, which is not captured by the harmonic bal-
ance solutions. This is also a higher frequency phe-
nomenon which could be captured more accurately
with a higher number of harmonic balance modes.
Based on the current observations, the optimiser
targeted improvements in the loading of lower fre-
quencies due to the employed time discretisation
used in the harmonic balance method. Higher fre-
quency phenomena may need to be captured more

accurately by using a higher number of harmonic
balance modes, should noise/vibration objectives
be included in future work. It must, however, be
noted that lower fidelity models (comprehensive
rotor codes) would also fail to accurately capture
these effects, and might also lead to worse predic-
tions of the lower frequency loading, for which the
two mode harmonic balance solutions show very
good predictions. The harmonic balance method
also generally predicted a slightly lower power im-
provement for the optimised blade when compared
with the baseline AH-64A blade (-5.1% compared
to -6.5%) mainly due to increased levels of turbu-
lent eddy viscosity ratio in the rotor wake. The grid
resolution did not seem to greatly affect the opti-
misation result as the general loading is well cap-
tured.

4.3 Impact of Parameterisation, Treatment

of Solidity and Trim

The impact of the parameterisation, treatment of
solidity and trim state is analysed next. One of the
key outcomes of the optimisation process is the
significantly increased inboard planform area and
hence increased geometric and thrust-weighted
solidity. However, this is not an aerodynamic per-
formance effect, but rather the impact of the trim
treatment. Even though the solidity was not con-
strained, it is claimed that this aspect did not im-
pact the final planform shape. A higher solidity (ge-
ometric) rotor will lead to a shift in the maximum
figure of merit value to higher thrust coefficients
by delaying the onset of stall. For this reason, the
solidity (in many cases thrust-weighted) of a ro-
tor is constrained in many hover optimisation stud-
ies [5,22,23], when the objective is to maximize the
figure of merit. This can be avoided by reformulat-
ing the objective as a power minimization problem
at constant thrust, which was done in the current
optimisation study. The power required at a spe-
cific weight is more important in real-life rotor de-
sign than the figure of merit value. Furthermore,
as postulated by Perry [24] and confirmed in previ-
ous work [25], the definition of thrust-weighted so-
lidity is misleading and will promote planforms with
lower area at the blade tip. The main reason for
the use of thrust-weighted solidity is to account for
the additional blade weight of a blade with addi-
tional area near the blade tip, as seen for exam-
ple in BERP-like designs. However, as stated by
Perry [24] the weight increase is of second order



due to the outer structure of the blade only being a
light fairing. In the present study, the planform area
increase is further inboard and is likely to impact
the blade weight, however, the blade mass should
directly be used as a constraint in the optimisation
formulation.

The main reason for the increase in planform
area for the optimised blade is the blade surface
parameterisation and treatment of trim. This is due
to the imposed thrust constraint at a fixed collec-
tive. The interaction between the optimum plan-
form shape and the collective angle should be ex-
amined further, as part of future work. In hover,
higher blade twist is generally favourable for im-
proved hover performance, however, more highly
twisted blades, require a higher collective angle to
achieve the same thrust coefficient. In this case,
the main design feature that recovers the thrust
is the high inboard chord, which may be reduced
should the collective angle be included within the
design parameters. A similar result is obtained in
forward flight as the control angles are not directly
included as design variables. Shape updates in this
case also cause an imbalance in roll/pitch which re-
quire a special treatment to ensure that each objec-
tive function evaluation is performed for a trimmed
rotor. The process included a partial re-trim for mo-
ments and a full optimisation restart with a full re-
trim every few optimiser iterations. This procedure
was required as the trim state is not directly in-
cluded within the optimisation loop. Similarly, as in
hover, the final planform shape may be influenced
by the non-inclusion of trim variables within the op-
timisation process and lack of any constraints on
the pitching and rolling moments. Therefore, it can
not be stated with full confidence whether the op-
timiser is driving the design to a better aerody-
namic shape or a design that generates rolling and
pitching moments that reduce the rotor power. In
particular, it was found that designs which gen-
erated a positive integrated pitching moment and
a rolling moment from the advancing side to the
retreating side were beneficial to the rotor power.
This is one of the difficulties associated with for-
ward flight rotor optimisation, as the rotor power
is actually more sensitive to the rotor trim state
rather than the rotor shape. A higher blade twist
leads to the production of an unfavourable rolling
moment on the rotor power, but is more beneficial
aerodynamically, by offloading the blade tip. After
re-trimming to the same thrust of the new design
and minimizing the pitching and rolling moments,

the power goes down further. This is mainly due to
a lower longitudinal cyclic requirement for a highly
twisted blade. The only features that increase the
thrust of the blade are higher blade planform area
or by modifying the angle of incidence along the
span of the blade (blade twist). The reduced plan-
form area and negative incidence at the blade tip
led to a greater reduction in power than reduction
in thrust. Hence, increasing the planform area in-
board was seen as the main feature that recovers
this thrust loss. However, the high planform area
inboard may not be optimal, and should trim vari-
ables be included within the optimisation process,
a better design may be found at a different trim
state (for example lower blade area at a higher col-
lective).

The impact of the employed parameterisation
also has a certain impact on the final design.
Firstly, the radial stations and distributions between
them of the chord, sweep and anhedral laws were
prescribed and hence may not be optimal. Another
key feature of the blade surface parameterisation
can be demonstrated by examining the advancing
side surface pressure distribution shown in Fig 6.
The optimised blade shows a significantly weaker
shock compared to the baseline AH-64A blade,
however, this shock is not completely removed
showing the potential for further improvements.
The shock is moved further inboard and moved
into the region of the HHO2 aerofoil. The man-
ner in which the optimisation was set up, however,
maintained the aerofoil shape with chord changes,
hence the thickness/chord ratio was maintained.
The separation of chord and aerofoil thickness pa-
rameters may have increased the chord in this re-
gion, leading to a reduced thickness to chord ratio
and therefore, potentially removing the shock com-
pletely. In this case, as the thickness to chord ratio
was held constant, the optimiser reduced to local
chord to reduce viscous effects and further offload
the blade tip. Therefore, the reduction in blade tip
area was found to be more beneficial to the ro-
tor power than complete removal of the advancing
blade shock. The forward sweep leads to a weak-
ening of this shock, whereas the actual blade tip
carries very little loading. In the future, the aero-
foil shape could also be optimised to improve the
advancing blade aerodynamics.



4.4 Impact of Aeroelasticity

The non-inclusion of aeroelastic effects is likely
to also have an impact on the resulting planform
shape. The inclusion of aeroelastic effects would
capture the effects of down flap on the advancing
side and up flap at the front and back of the ro-
tor disk which were not included within the rigid
blade simulations (as they were trimmed to zero
flapping). However, the main effect that is likely to
affect performance is the elastic torsion. In hover,
the elastic torsion increases the blade twist for
blades with a swept back blade tip, hence could
potentially lead to increased performance, espe-
cially at conditions away from stall. In forward flight,
blade untwisting on the advancing side is desirable
along with increased blade twist on the retreating
side. The optimised blade must also be assessed
in terms of safety and control loads. The forward-
backward swept planform is likely due to produce
higher lag bending moments due to the offsets
from the elastic axis. Similarly, the non-planar plan-
form shape is likely to introduce increased flap
bending moments.

5 CONCLUSIONS AND FUTURE
WORK

This paper has demonstrated the application of
a high fidelity optimisation framework to the re-
design of the AH-64A rotor blade in hover and for-
ward flight. The study showed that significant ben-
efits are achievable by coupling high-fidelity CFD
with optimisation methods. The harmonic balance-
adjoint optimisation method offers an efficient way
to obtain the CFD solution and design variable gra-
dients for unsteady optimisation problems whilst
maintaining the fidelity of the Navier-Stokes equa-
tions. The key drivers of an improved rotor design
in hover and forward flight are an offloaded blade
tip through an increased blade twist and dihedral-
anhedral distribution which lead to a more optimal
trim state in forward flight, weaker blade tip vortices
and a more favourable spanwise loading distribu-
tion.

The paper also elaborates on the impact of var-
ious features of the computational method on the
final planform shape. Based on this discussion,
suggestions are put forward for future work. The
trim state should be optimised together with the
planform shape with additional constraints on the

pitching and rolling moments, to fully capture the
interaction between planform shape, solidity and
the rotor control angles. A higher number of har-
monic balance modes should be included within
the CFD solution, to capture and optimise higher
frequency content phenomena. A more elaborate
blade surface parameterisation should also be in-
cluded to enable the exploration of a wider design
space. The inclusion of aeroelastic effects should
also be a subject of future work, ensuring that re-
alistic blade designs are obtained that can be used
in practice.
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8 TABLES AND FIGURES
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Figure 1: Blade surface parameterisation shown based on the AH-64A blade used within
optimisation study.

Table 1: Design parameter upper and lower boundaries used during the AH-64A optimisation

study.
Design Parameter Boundary values
TWIST1 - TWIST7 + 5deg
CHORD atr/R =0.5 [0.8¢c,1.4c]
CHORD at r/R = 0.75 [0.8¢c,1.4c]
CHORD at r/R = 0.943 [0.8¢c,1.4c]
CHORD atr/R=1.0 [0.3c,1.5¢]
SWEEP atr/R =0.75 [-0.3c,0.4c]
SWEEP at r/R = 0.943 [-0.3c,0.4c]
SWEEP atr/R=1.0 [-0.7¢,0.4c]

ANHEDRAL at r/R = 0.75 [-0.1¢,0.25c]
ANHEDRAL at r/R = 0.943 [-0.1¢,0.25c]
ANHEDRAL atr/R =1.0 [-0.25¢,0.1c]

AR=13.714

13.5%R

Figure 2: Planform of the AH-64A blade scaled to a unit chord.
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Figure 3: Comparison of baseline AH-64A and forward flight optimised geometric laws.
Chord, Sweep and Anhedral values given based on a unit chord length (chord of first aero-
dynamic section).

L.
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(a) Top view

/R=0.5 ﬁ

(b) Side view

Figure 4: Comparison between the baseline (grey) and forward flight optimised (blue) plan-
form shapes for the AH-64A rotor blade in forward flight at C'r = 0.00903, 1 = 0.3.

Table 2: Comparison of the integrated loads between the baseline and optimised AH-64A
planforms.

Planform Baseline AH-64A Optimised AH-64A
Hover Figure of 0.696 0.757
Merit (Cr = 0.0093) (+6.1 counts)
FF, Co 6.984 x 1074 6.529 x 10~*
(Cr = 0.00903, 11 = 0.3) ) (-6.51%)
Cop 6.097 x 1074 5.462 x 1074
Cov 8.870 x 107 1.066 x 1074
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Figure 5: Comparison of the rotor disk loads for the baseline (BASE) parameterised and
optimised (OPT) AH-64A rotor blades in forward flight at C7 = 0.00903, ¢ = 0.3 based on 2
mode harmonic balance (HB) and time-marching (TM) calculations.
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Figure 6: Comparison between the baseline and optimised advancing side surface pressure
distributions at C7 = 0.00903, u = 0.3.
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